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Setup 
One side of all samples was smooth walled, the other covered with SiC
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Sample Stycast Lampblack SS* Thickness Comments

1 2850 0 % 0 % 6.40 mm SiC one side

2 2850 5% 0% 5.80 mm SiC one side
‘Bock black’

3 2850 5% 5% 6.40 mm SiC one side
*Stainless Steel Powder 325 mesh

4 2850 5% 10 % 6.45 mm SiC one side
*Stainless Steel Powder 325 mesh

5 2850 10 % 0 % 5.50 mm SiC one side

6 2850 10 % 10 % 5.50 mm SiC one side
*Stainless Steel Powder 325 mesh

7 2850 7 % 20% 6.55 mm SiC one side
*Carpenter "Micro Melt" 316L, 16 um

8 2850 7 % 20% 2.70 mm SiC one side
*C t "Mi M lt" 316L 16*Carpenter "Micro Melt" 316L, 16 um

9 2850 7 % 20% 2.70 mm SiC one side
*Carpenter "Micro Melt" 316L, 16 um

10 AN‐72
Eccosorb

6.35 mm Both sides rough
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Sample Stycast Lampblack SS* Thickness Comments (values are mean <75‐116 GHz>)

1 2850 0 % 0 % 6.40 mm dBS11= ‐16.4 dB, S21= ‐2.8 dB/mm, dBS22=‐19.7 dB

Summary

1 2850 0 % 0 % 6.40 mm dBS11   16.4 dB, S21   2.8 dB/mm, dBS22 19.7 dB

2 2850 5% 0% 5.80 mm dBS11= ‐14.0 dB, S21=‐5.1dB/mm, dBS22=‐24.1 dB
‘Bock black’

3 2850 5% 5% 6 40 dBS11 15 0 dB S21 6 0 dB/ dBS22 20 5 dB3 2850 5% 5% 6.40 mm dBS11= ‐15.0 dB, S21=‐6.0 dB/mm, dBS22= ‐20.5 dB
*Stainless Steel Powder 325 mesh

4 2850 5% 10 % 6.45 mm dBS11= ‐14.8 dB, S21=‐ 5.9 dB/mm, dBS22= ‐22.3 dB
*Stainless Steel Powder 325 mesh

5 2850 10 % 0 % 5.50 mm dBS11= ‐14.2 dB, S21=‐5.2 dB/mm, dBS22=‐23.3 dB

6 2850 10 % 10 % 5.50 mm dBS11= 13.3 dB, S21=‐9.8 dB/mm, dBS22= ‐28.6 dB
*Stainless Steel Powder 325 mesh

7 2850 7 % 20% 6.55 mm dBS11= ‐15.5 dB, S21=‐2.95 dB/mm, dBS22= ‐21.2 dB
*Carpenter "Micro Melt" 316L, 16 um 
(anomalous, poor mixing, e.g. pure Stycast = sample 1)

8 2850 7 % 20% 2 70 mm dBS11= 12 8 dB S21=‐6 7 dB/mm dBS22= ‐27 8 dB8 2850 7 % 20% 2.70 mm dBS11  12.8 dB, S21 6.7 dB/mm, dBS22 27.8 dB
*Carpenter "Micro Melt" 316L, 16 um

9 2850 7 % 20% 2.70 mm dBS11= ‐14.0 dB, S21=‐7.64 dB/mm, dBS22= ‐22.8 dB
*Carpenter "Micro Melt" 316L, 16 um

10 AN‐72
Eccosorb

6.35 mm dBS11= ‐23.5 dB, S21=‐2.2 dB/mm, dBS22= ‐22.6 dB
Both sides rough
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