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230Rx: 12% beam maps , 0.5% for FTS

Summary:

345Rx: 8 %  beam maps ,  0.5% for FTS
460Rx: 10 %beam maps , 0.35% for FTS
650Rx: 8 %  beam maps , 0.10% for FTS



230 Balanced Mixer(Bfield Setting not quite Optimized)

0.5% for FTS

12%
For beam maps

Vj=he
= 0.5mV   



350 Balanced Mixer

0.5% for FTS

~8 % for beam maps

Vj=he
= 0 75mV= 0.75mV   



350 GHz Balanced Mixer FTS measurements

H2O on window

Kooi/Miller



345 Mixer Beam Measurements (Direct detection mode) at 4 distances Cryostat
<f/D> = 3.951 +‐ 0.031  (Design: F3/3 – F/4.0) 

f=162.6 cm, 
F/4.20

f=346.8 cm, 
F/3.98

f=48.3 cm, 
F/3.92

f=63.4 cm, 
F/3.916

Kooi/Chamberlin



460 Balanced Mixer (Bfield Setting not quite Optimized)

0.35 % for FTS

~10 %
For beam maps

Vj=he
= 0 97mV

??

= 0.97mV   



650 Balanced Mixer

0.10% for FTS

~8 % for beam 
maps

Vj=he
= 1 37 mV= 1.37 mV   



570‐730 GHz Balanced Mixer FTS measurements

H2O
Nb gap

Kooi/Miller



650 Mixer Beam Measurements (Direct detection mode) at 4 distances Cryostat
<f/D> = 5.41 +‐ 0.159 (Design: F/4.7 – F/5.0) 

f=15.35 cm, 
F/5.21

f=33.76 cm, 
F/5.59

f=47.4 cm, 
F/3.92

f=62 5 cmf=62.5 cm, 
F/3.916

Kooi/Chamberlin


